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CONSTRUCTION DETAILS

A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A TWIN 50 FT. (CUT 1O

38 FT.

)/50 FT. MAST ARMS, TRAFFIC SIGNAL HEADS., SIGNS., ELECTRICAL UTILITY SERVICE

EQUIPMENT (120/240V. 60 AMPS) AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH
PRESSURE SODIUM VAPOR LUMINAIRE. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80., SO
DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE).

B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE (CUT TO 21 FT.) WITH A
TWIN 50 FT. (CUT TO 40 FT.)/50 FT. MAST ARMS, TRAFFIC SIGNAL HEADS AND SIGNS.

(INST

ALL 1-2 IN. AND 1-4 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BENDS

~ IN POLE BASE). o
C. INSTALL NEMA SIZE “6"” BASE MOUNTED CABINET AND CONTROLLER WITH CONCRETE PAD).

( INST

ALL 2-2 IN AND 2-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN

CABINET BASE.

BY: BDONOWAY

D. EXISTING R1-1 AND D- 3 SIGNS AND SUPPORTS TO BE REMOVED (SEE SPECIAL NDTE 1)
E. INSTALL NON~INVASIVE MICROLOOP PROBE SET WITH 500 FT. LEAD-IN.
F. INSTALL 1 IN. LIQUID- TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT. . (FOR
DETECTOR WIRE SLEEVE)
G. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
H. EXISTING R1-1 SIGN AND SUPPORT 7O BE REMOVED (SEE SPECIAL NOTE 1)
J. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.
K. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
L. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.
M. REMOVE EXISTING PAVEMENT MARKINGS BEYOND-STOPL INE.
N. INSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT - TRENCHED FOR
PROPOSED UNDERGROUND ELECTRICAL SERVICE.
O. INSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT - TRENCHED FOR
4 PROPOSED UNDERGRCOUND TELEPHONE SERVICE. CAP AND MARK CONDUIT
2 FT. ABCOVE GRADE AT UTILITY POLE FOR USE BY OTHERS.
P. INSTALL HANDHOLE.
. 4 : Ee, Q. PROPOSED OVERHEAD ELECTRICAL SERVICE.
o T - R. CUT, CLEAN., GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE.
Whitman, RequardT S. INSTALL 24 IN. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC
; . PAVEMENT MARKING _
o e iy T INSTALL WS- STGNAL AHEAD! SION. (36 IN. x 36 [N.) WITH “NEW" PANEL AND FLAGS.
801 South Caroline Street ON ONE 4 IN. x 6 IN. TREATED WOOD A
Baltimore, Maryland 21231 INTERSECTION ON SOUTHBOUND MD 30. '
(410) 235-3450
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6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS., HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIUR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

7. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS -
UNTIL MAST ARM POLE LOCATION IS FINALIZED.

8. REFER TO SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND
PAVEMENT MARKINGS WITHIN INTERSECTION.
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